
12V-48V Wireless 7” Monitor DVR with Reverse Camera kit for 
Caravan Truck Campervan

7” TFT LCD Monitor

Screen Size 7”

Resolution 1024RGB(H)x600(V)

Contrast 500:1

Channel 4 channels

Brightness 450cd/m2

Contrast 500:1

Viewing Angle

Aspect Ratio

Aspect Ratio

Operating Frequency

Receiving Sensitivity

Decompression Form

U: 50 / D: 70, R/L: 70

16:9

16:9

2400 - 2483.5 MHz

- 89 dBm

MPEG4

Transmit Output Power 27 dBm

Modulation 2.4G FSK/GFSK

Transmitting Distance 30 -150 M, Open Distance 500M

System DC 12V - 48V

Power Consumption Max. 6W

Operating Temperature

Storage Temperature

-20~70ºC

-30~80ºC

ENGLAON

PAL/NTSCSystem Format

Video Inputs 4 videos input



Reverse Camera

Effective Pixel 1920 x 1080

IP Rating IP69K

Shockproof Rating 10G

Available Distance 30-150M, open distance 500M

VISIT US
820 MOUNTAIN HIGHWAY

BAYSWATER, VIC 3153
service@englaon.com.au

03 9121 3737

CONTACT US

AHD Chip 1/2.7 CMOS SC2235

PAL/NTSCSystem Format

Illumination 0.0001 LUX / F1.2

Viewing Angle 120°

Operating Temperature

Storage Temperature

-20~70ºC

-30~80ºC


